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FULL HEAD CURB:

STANDARD CATCH BASIN CASTING EJ #7020 WITH TI
BACK WITH "DUMP NO WASTE", OR APPROVED EQUAL.
USE "M2" SINUSOIDAL GRATE

USE EJ #7065 OR APPROVED EQUAL WITH EJ #700I
"DUMP NO WASTE" CURB PLATE WHEN CATCH BASIN IS

EI\ LOCATED AT DRIVE APPROACH OR IN ROLLED CURB
PLACE: CASTING ON ALL MAJOR STREETS TO FINISH

GRADE (NOTE) CONCRETE PRECAST ADJUSTMENT RINGS
WILL BE ALLOWED OUTSIDE OF PAVEMENT AREA OR AS
DIRECTED BY THE ENGINEER
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\ 6" CONCRETE BASE
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TOP VIEW

NOTE:

FOR USE WHERE AN EXISTING UTILITY WHICH CANNOT BE RELOCATED

INTERFERES WITH STANDARD 4' DIAMETER CATCH BASIN

STANDARD MINI CATCH BASIN

CITY OF WYOMING

ENGINEERING DEPARTMENT

STANDARD MINI

STRUCTURE SHALL BE PRE-CAST REINFORCED CONCRETE UNLESS OTHERWISE CATCH BASIN

APPROVED BY THE ENGINEER
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